SERVICE LINE

CONNECTION DEVICE CORPORATION STOP

FROM TAP TO (COMPRESSION—=TYPE FITTING)
GATE VALVE

SEE TAPING SLEEVE

TAPING SLEEVE NOTES OR SADDLE

OR SADDLE

SERVICE LINE

GATE VALVE 1 INCH TAP

2 INCH TAP OR LARGER

NOTES

1. GATE VALVE AND CORPORATION STOP CONNECTED NEXT TO

MAIN WILL BE TURNED TO THE OFF POSITION.

2. REMOVE 12”7 OF SERVICE LINE AFTER THE GATE VALVE OR

CORPORATION STOP AND DISCARD AS DIRECTED IN PLANS
OR PER ENGINEERS INSTRUCTION.

5. AFTER THE GATE VALVE OR CORPORATION STOP INSTALL
AN APPROVED PLUG.

4. IF GATE VALVE OR CORPORATION STOP SHOWS ANY SIGNS

OF LEAKING REMOVE ALL FITTINGS FROM MAIN

(SLEEVE /SADDLE AND VALVE). SEAL THE TAP AREA ON
THE MAIN WITH A SLEEVE CLAMP CENTERED WHERE THE
ORIGINAL TAP WAS MADE.
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